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SUMMARY

A composite flexible blanket insulation (CFBI) system considered for use as thermal protection

system for space vehicles is described. This flexible composite insulation system consists of an outer

layer of silicon carbide fabric, followed by alumina mat insulation, and alternating layers of alumini-

zed polyimide film and aluminoborosilicate scrim fabric. A potential application of this composite

insulation would be as a thermal protection system for the aerobrake of the Aeroassist Space Trans-

fer Vehicle (ASTV). It would also apply to other space vehicles subject to high convective and

radiative heating during atmospheric entry. The thermal performance of this composite insulation as

exposed to a simulated atmospheric entry environment in a plasma arc test facility is described.

Other thermophysical properties which affect the thermal response of this system are also described.

Analytical modeling describing the thermal performance of this composite insulation is included. It

shows that this composite insulation is effective as thermal protection system at total heating rates up

to 30.6 W/cm 2.

INTRODUCTION

Composite flexible blanket insulation (CFBI) is multilayer insulation consisting of ceramic fab-

rics, insulation, and reflective foils that are separated by ceramic scrim cloths. A potential applica-

tion for such multilayer insulations would be as a thermal protection system for the aerobrake of the

Aeroassist Space Transfer Vehicle (ASTV). Depending on the exact location of the insulation on the

aerobrake, this insulation would be exposed to heating rates up to approximately 31 W/cm 2 (ref. 1).

The maximum heating rate will be reached at approximately 100 seconds into the heating pulse. The

multilayer insulation exposed to these heating rates would reach maximum backface temperature at

approximately 200 seconds at which time the pressure is essentially that of space. Multilayer insula-

tion is intended for use in the space vacuum where gas conductivity between the foils is negligible

and the overall effective thermal conductivity is very small. This appropriately designed multilayer

insulation could operate efficiently within the heating and pressure environment of the ASTV, pro-

viding a weight saving compared to other types of insulation. In order to demonstrate the effective-

ness of this insulation in a typical ASTV flight environment, it is planned to install and fly this type

of insulation on the aerobrake of a precursor of the ASTV called Aeroassist Flight Experiment

(AFE) (ref. 2).
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DESCRIPTION OF MATERIALS

A description of a typical composite flexible blanket insulation is given in figure 1. The compos-

ite insulation consists of an outer layer of silicon carbide fabric, followed by an alumina insulation

and alternating layers of aluminized polyimide films. It also includes aluminoborosilicate scrim

cloths and a bottom layer of aluminoborosilicate fabric. The entire insulation is sewn with a silicon

carbide thread.

Some of the properties of the components in this composite flexible blanket insulation are shown

in table 1, The overall thermal performance of this insulation is greatly dependent on the thermo-

physical properties of the components and the physical arrangement of the components to form the

insulation system. Heat transfer in multilayer insulations usually occurs through conduction,

convection, and radiation. For space or vacuum applications, the convection mechanism may be

neglected as the gas phase is at a greatly reduced pressure. The heat transport processes which are to

be considered are conduction through the solid phase of the insulation and radiation. The radiation

becomes the dominant mechanism as temperature increases, whereas conduction determines the

lower limit of thermal conductivity at lower temperatures. The multilayer insulations have a very

small separation such as scrim cloth between the foils. An approximation of the total heat transfer in

the full configuration may be estimated by treating the individual components independently. The

total heat flux, _1, through this type of insulation may be expressed as follows:

cl (total) = Cl(radiation) + Cl(gas conduction) + Cl(solid conduction) (1)

The design of the composite insulation shown in figure 1 was based primarily on the theory of

equation (2) that describes the heat transfer in multilayer insulations. This equation (ref. 1) is as
follows:

(r)2 G(TF2 + T2)(TF + TB)t (L) (Kg)
Ke = BKsDfn _ (a + 2s)(t/2) + (N - 1)[(2/E) - 1] "_ (L + I)

(2)

where

Ke

B

Ks

Df

n

r

effective thermal conductivity of insulation

solid fraction in insulation

thermal conductivity of solids

fiber diameter

exponent

index of refraction
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G Stefan-Boltzmanconstant

TF temperatureon front side

TB temperatureonbackside

thicknessof insulation

L cell lengthin insulation

absorptioncrosssection

scatteringcrosssection

N numberof metalfoils

E emittance

meanfreepathof gas

Kg thermalconductivityof gas

Equation(2)wasusedasaguidefor theselectionof materialsandgeometryof thecomposite
insulation.It showstheimportanceof someof thepropertiesof thecomponentsandgeometryin the
multilayer insulations.For example,to achievelower thermalconductivityin theentiresystem,a
largernumberof foils havingalow emittanceatelevatedtemperaturesaredesired.Thefoils should
beplacedin thecompositewhereTF andTB arerelativelysmall.A smallfiber diameteris desiredin
the insulationaswell aslow thermalconductivityof thecomponents.Equation(2) showstheinflu-
enceof theopticalpropertiesof boththe insulationandfoil materialsandthenumberof foils. It also
showsthephysicalandthermalpropertiesof thecomponents(suchasdensityandthicknessof insu-
lation),fiber diameter,andtheboundarytemperaturesontheheattransferpropertiesof themulti-
layerassembly.

Usingtheseparametersandprevioustests(refs.2and3) asguides,themultilayer insulation
shownin figure 1wasfabricatedandits heattransferpropertiesevaluated.Thereflectiveshieldused
in this insulationis apolymidefilm with achemicalvapor-depositedaluminumfilm approximately
800micrometersthick. As shownin theaboveequation,a low emittanceis desiredin thereflective
shield.Theemittanceof this film up to 673K is approximately0.05(ref. 4). Thelow emittanceand
high reflectanceleadto theeffectivenessof thesefilms asaradiationshieldin theheatingenviron-
mentof theAFE vehicle.Theexpectedpeakheatingrateatthisenvironmentis approximately
30.6W/cm2consistingof approximately4.7W/cm2radiativeheatingand25.9W/cm2convective
(ref. 5). Thetotalheatingandpressurerateto whichtheseinsulationswill beexposedin thespace
environmentis shownin figure 2. As shown,thesurfaceof the insulationwill reachthemaximum
heatingrateat approximately100seconds.It will bemaintainedat thisratefor approximately
50-60seconds,afterwhichtimeboththeheatingrateandpressuredecrease.The"Nominal" and
"3-sigma"surfacetemperatureprofilesof theAFE Aerobrakeat theCFBI locationis shownin



figure 3.This temperatureis thesurfacetemperatureon thefibrousrefractorycompositeinsulation/
reactioncuredglass(FRCI/RCG)atthis location.Thepurposeof thecompositeflexible insulationis
to providethermalprotectionto thealuminumsubstructurewhenexposedto theheatingandpressure
environmentshownin figure 2. As aguideline,themaximumacceptabletemperaturelimit for the
aluminumsubstructurehasbeendefinedas445.5K (ref. 1).

Theapparentthermalconductivityof thecompositeflexible insulationshownin figure 1was
determinedusingtheproceduredescribedin reference6.Theapparentthermalconductivityasa
functionof temperatureat threedifferentpressuresis shownin figure 4. Thethermalconductivityof
thealuminainsulationusedin theCFBI is alsoshownin thesamefigure.Thethermalconductivity
of theCFBI is lower thanthatof thealuminainsulationat lowertemperaturesbut slightly higherat
highertemperatures.This couldbeattributedto thesiliconcarbidefabricandthread.In addition,the
heatingin this testmethodis entirelyconvective.

TEST RESULTS

One of the objectives of the AFE is to determine the thermal response of this type of insulation

under the AFE environment. Another objective is to compare with state-of-the-art rigid thermal insu-

Iations such as the fibrous refractory composite insulation (FRCI) coated with a reaction cured glass

(RCG) coating described previously (refs. 7-9). FRCI is considered as the baseline tile for the heat-

ing region where the composite flexible insulation will be located. The purpose of the tests reported

here was to attempt to simulate, as closely as possible, the temperature and heating rate conditions of

the AFE trajectory in a test facility. Another purpose is to determine the thermal response of these

composite insulations under this environment. The test facility utilized was the NASA Ames 20-MW

Plasma Arc Facility described in reference 9. Three radiation equilibrium temperature conditions

were used to evaluate the insulations. These temperatures were based on three different heating rates

resulting from three different trajectories. These heating rates are 30.6 W/cm 2 for a "nominal" con-

dition, 35.2 W/cm 2 for a "3-sigma" condition and 39.7 W/cm 2 for a "peak heating rate" condition.

These conditions represent the surface temperatures resulting from the "Nominal" and "3-sigma"

trajectories of a 1857 kg AFE vehicle and the temperature resulting from the "Peak Heating Rate" of

a 2038 kg AFE vehicle (ref. 10). The model used to establish the test conditions consisted of an

FRCI tile approximately 9 cm × 2.5 cm thick installed in the center of another FRCI holder approxi-

mately 16 cm in diameter × 5 cm thick. These test conditions produced the FRCI tile surface tem-

perature profiles shown in figure 6. The center rigid model was subsequently replaced with the com-

posite flexible insulation of the same dimensions in the larger holder. The purpose of the larger

holder was to reduce any side heating effects on the insulation during testing. The flexible insulation

was bonded on the bottom side with a silicone adhesive to an aluminum plate 0.08 cm thick.

The rigid calibration model was instrumented with three thermocouples located, within the RCG

coating, on the surface of the tile. The composite flexible insulation test model shown in figure 5,

was instrumented with a thermocouple encased in alumina tubing and bonded, with alumina adhe-

sive, on the underside of the top fabric shown in figure 1 and described in table 1. A second
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thermocouplewasinstalledwithin thesiliconeadhesive,betweenthebottomfabricof theCFBI and
thealuminumplate.Both thermocoupleswerelocatedon thegeometriccenterof theCFBI model.

Thesurfacetemperatureprofiles for theFRCURCGcalibrationmodelareshownin figure 6. The
temperatureprofilesachievedwerefairly closeto thetargetedtemperatureprofilesshownin figure 3
exceptfor the"heat-up"rate,which is veryrapid in thetest.Themodelswereinsertedin theplasma
arcstreamfor 120seconds,which is slightly longerthanthetimeof thepeaktemperatureof the
AFE.Thepressurein thearcjet testchamberwasmaintainedat0.27Pa(0.004psi) duringthetest
modelexposurein thearcstream.Subsequently,it wasincreasedin three(3) stagesfor 440 seconds
duringthe"cool down" of themodelto approximatethepressureprofile of theAFE spacevehicle.
TheequivalentFRCIfRCGheatingratesachievedfor thethreetestconditionswere30W/cm2,
35W/cm2and39W/cm2respectively.

Thethermalresponseof thecompositeflexibleblanketinsulationat the30W/cm2testcondition
is shownin figure7. Thesurfacetemperatureis thetemperaturerecordedfrom aTypeR thermo-
coupleencasedin aluminatubingandbondedon thebottomsideof thesiliconcarbidefabric.The
backfacetemperatureis theaveragetemperaturerecordedby two TypeK thermocouplesplaced
within thesiliconeadhesive.Thesurfacetemperatureis higherthantheFRCI/RCGsurfacetempera-
tureshownin figure6 at equivalenttestconditions.This is attributedto the loweremissivityof the
top fabricandotherfactorssuchasfabricdesignandtexture.No visualdegradationwasobservedin
thefabric.Themaximumsurfacetemperatureattainedwas1850K. Themaximumbackfacetem-
peratureattainedwas450 K at 230seconds.This is within thedesignlimit for thealuminumstruc-
tureof theAFE vehicle.

Thethermalresponseof thesameinsulationatthe35W/cm2 testconditionis shownin figure 8.
This testconditionrepresentsthe"3-sigma"trajectoryof the 1857-kgAFE vehicle.Themaximum
surfacetemperaturewas1900K andthemaximumbackfacetemperaturewas500K at230 seconds
afterthemodelinsertionin thearcstream.Again,thesurfacetemperatureis considerablyhigher
thantheFRCURCGsurfacetemperature.No visualdegradationof thesurfacefabricwasobserved
exceptfor someslight discoloration.Thebackaluminumplatein thetestinsulationwas0.08cm
thick. Thealuminumskinon theaerobrakeis thesamethickness,but it is supportedby aluminum
stringersresultingin aneffectivethicknessof 0.28cmthick. A thickerbackplatein thetestmodel
couldhaveresultedin a lowerbackfacetemperaturesinceit wouldactasaheatsink.

Thethermalresponseof theinsulationat the39W/cm2conditionis shownin figure9. Thesur-
facetemperaturereached1750K andthebackface580K at 200seconds.Thesurfacefabricwas
removedduring testingat somelocationspossiblydueto oxidationandtensilefailure of theyarn.
This testconditionexceedsanyof the 1857-kgvehicletrajectoryconditionsandisnot likely to be
encounteredin flight.

ANALYTICAL MODELING

As stated previously, the composite flexible blanket insulation was instrumented on the surface

with a thermocouple probe. The probe consisted of a thermocouple inserted in an alumina tubing



bondedto thesiliconcarbidefabric.Thepurposeof thetubingis to protectthethermocoupleduring
thethermalexposureandto assurefull contactwith thesurfaceof thefabric.

Simulationmodelsweredevelopedusingthesystemimprovednumericaldifferencinganalyzer
(SINDA) program(ref. 11)to analyzethethermalresponsesof both theCFBI insulationandthe
thermocoupleprobe.Thespecificobjectiveswereto predictthe in-depthtemperaturesof theCFBI
whenexposedto thenominalAFE trajectory and to correlate the temperatures measured by the

thermocouple probe to those of the SiC surface.

The models assume an imposed heat flux history at the front surface. Heat is then reradiated to

the surrounding as well as conducted through the blanket. The remainder of the heat produces

changes in material temperatures. The emissivity of SiC at high temperature has not been well char-

acterized. For these calculations, it was assumed to vary between 0.86 at 311 K and 0.48 at 1839 K

(ref. 12). The conductivity of CFBI with silica batting used in the analysis is shown in figure 10, as a

function of both temperature and pressure. The models linearly interpolate or extrapolate the thermal

properties as required. The backface of the aluminum was taken to be adiabatic. It should be noted

that the model did not include the multifoil assembly due to its complexity, which results in conser-

vative calculation of the backface temperature.

A one-dimensional SINDA model was used to determine the in-depth temperature response of

CFBI. Figure 11 is a schematic of the model components, including the SiC fabric, alumina batting,

RTV and aluminum skin. Figure 12 shows the surface, indepth, and backface temperatures calcu-

lated for the nominal AFE aerothermal environment shown in figure 2. The calculated backface tem-

perature reaches a maximum of 440 K, which is within the aluminum temperature limit of 450 K.

The backface of the test sample exposed to the 30 W/cm 2 test condition reached a maximum back-

face temperature of 450 K, indicating a good correlation of the experimental and calculated results.

Because of the thermal inertia and insulation effects of the alumina probe, the temperature mea-

sured by the thermocouple lags the surface temperature. This phenomena was evident from experi-

mental arc-jet results. A three-dimensional SINDA model was developed and used to study the

thermal response of the thermocouple probe and to correlate its temperature to the SiC fabric tem-

perature. Figure 13 details the geometry and components of the model.

Comparisons were made between the calculated thermocouple temperature against the experi-

mental data in order to validate the three-dimensional model. However, the actual heat fluxes to

which the test sample was subjected were not directly available. Instead, the heat fluxes were calcu-

lated by using the RCG temperatures measured from the calibration test, since the thermal physical

properties of the RCG and FRCI are well established (ref. 8). Using a constant RCG emissivity of

0.85 and assuming the measured RCG temperatures were at radiation equilibrium, the heat fluxes

were then calculated.

After the heat fluxes had been established for the test conditions, they were then imposed onto

the three-dimensional model. The model simulates the thermal response of the thermocouple probe

embedded in the CFBI. Figure 14 compares the calculated thermocouple probe temperatures to the

empirical values. The results indicated that themodel predictions correspond well with the measured

values. However, the model predictions still lag behind the actual measurements. The discrepancy
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wasprobablydueto thedifferencebetweentheconductivitiesusedin theanalysisandthoseof the
actualinsulationmaterial.Anotherpossiblecauseis theaddedthermalmassof theadhesiveusedto
securetheprobe.Furtherrefinementof themodelwill becarriedout.Figure 14alsoshowsthe
calculatedtop surfacetemperaturesat a locationawayfromthethermaleffectof theprobe.As
expected,theSiC temperaturesrespondsignificantlyfasterthantheprobetemperatures.

CONCLUSIONS

The thermal properties of a lightweight composite flexible blanket insulation suitable for the

Aeroassist Space Transfer Vehicle environment were reviewed. This multilayer type insulation pro-

vides thermal protection to an aluminum structure when exposed to a heating environment similar to

that of the aerobrake of the Aeroassist Flight Experiment. No visual failure of the insulations is

observed when the insulations are exposed to a plasma arc test condition which produces a surface

temperature of 1645 K on a FRCI/RCG rigid insulation. The surface temperature of the insulation is

higher and this is attributed to the lower emissivity of the silicon carbide fabric. The ability of the

thermal analysis models to predict the temperature responses of these insulations was demonstrated.

Further refinements to these models are being carried out. They will be utilized in the future to aid

analyses of the temperatures obtained during the actual AFE flight.
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Table 1. Typical properties of components in composite flexible blanket insulation.

Thickness, Density, Area Specific Thermal

Component cm g/cm 3 density, heat, conductivity,

g/m 2 kJ/kg K W/m K

Silicon carbide fabric

5 harness satin weave

Yarn count

1260 warp x 670

Fill/m, 1.5 × 103

Filaments/m 2

Fiber diameter, 9 lam

Alumina mat (95%

A1203 5% SiO2)

Fiber diameter, 3 l.tm

Aluminoborosilicate fab-

ric (62% A1203, 24%

SiO2, 14% B203)

Fiber diameter, 3 _tm

0.065 570

2.305 0.096 2213

1 ply x 0.33 258

9 plies x 0.010 9 plies × 34

Aluminized polymide 10 plies × 10 plies x
film 0.007 11

Aluminoborosilicate fab-

ric (62% A1203, 24%

SiO2, 14% B203)

Fiber diameter, 3 l.tm

Silicon carbide thread

Composite flexible blan-

ket insulation assembly

0.109 791

0.036

2.61 0.174

300

4548

0.336 at

1200 K

0.664 along fiber
axis at 300 K at

101.3 kpa

0.15 at 1200 K at

101.3 kPa

0.11 at 1250 K at

101.3 kPa
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6

10ML Fabric (Silicon Carbide)

20ML Thread (Silicon Carbide)

3 Insulation (Alumina Batting)

4 Scrim Cloth (Aluminoborosilicate)

5 Reflective Shield (Aluminized Polyimide)

6 IML Fabric (Aluminoborosilicate)

7 IML Thread (Aluminoborosilicate)

Figure 1. Composite flexible blanket insulation (CFBI).
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Figure 3. Nominal and three-sigma surface temperature profiles of the AFE aerobrake at the com-
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Figure 7. Thermal response of composite flexible blanket insulation at 30 W/cm 2 test condition in

the 20 mW Plasma Arc Test Facility. TC - thermocouple.
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Figure 8. Thermal response of composite flexible blanket insulation at 35 W/cm 2 test condition in

the 20 mW Plasma Arc Test Facility.
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Figure 9. Thermal response of composite flexible blanket insulation at 39 W/cm 2 test condition in

the 20 mW Plasma Arc Test Facility.
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1-D THERMAL MATH MODEL
used for CFBI In-Depth Thermal Conditions

Components

Surface •
fabric

Insulation

(30 nodes evenly •
distributed)

Silicone •

Aluminum •

Total nodes = 33

SIC(0.065 cm)

Alumina Batting

(2.414 cm)

SiO 2 (0.033 cm)

RTV 560 (0.025 cm)

Alumina skin (0.82)

Adiabatic backwall

Figure l 1. Heat transfer model for composite flexible blanket insulation. RTV - room temperature

vulcanizing.
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Figure 12. Calculated thermal response of composite flexible blanket insulation during nominal

aeroassist flight experiment trajectory.
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Figure 13. Model geometry of composite flexible blanket insulation with thermocouple probe.
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Figure 14. Comparison of calculated and measured surface temperature of composite flexible

blanket insulation at 1589 K test condition.
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